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| IKF10/30 - Incremental probe & PU 11 - One-channel display unit

e Measuring range 10 mm, 30 mm
e Resolution 0,01 pm Technical data — IKF 10/ 30

Probe with prism roller bearing
Clamping shaft - @ 8 h6

Protection degree: IP50

Error limits: (0,5 + L/60) pm, L in mm
Display unit PU11 / PU25
Connection cable: 1,5 m

Optical incremental measuring system
Output signals: 1 Vss

Grid constant: 8 pm

Resolution of the measuring
system: 0,01 ym

Dimensions: 40 x 100 x 15 mm
Measuring force adaptable

to customer needs request

e Exchangeable measuring inserts

e other technical data on request

Order-No. Measuring range Resolution Probe damping Retraction ~ Measuring  Description
(mm) (um) force ()
76 4011 320 20 10 0,01 X X 05/1,0 IKF 10

76 4011 380 20 3 0,01 7/14 IKF 3 .
011380 0 X X 0.7/ 0 Technical data — PU 11

e (One channel display unit for incremental
probes IKF (Incremental probe) and PSG
(Precision transducer)

8-digit display, character height 9 mm
Easy to use

Interface for foot switch

Connection cable 9-pin to PC

Interface USB and RS-232

Power supply 230 V AC

Power consumption 150 mA

Operating temperature 0...+70°C
Storage temperature -20...+85°C
Dimensions 155 x 55 x 175 mm
Protection degree IP 20

Order-No. Description
76 6643 011 20 PU 11 1Vss

Menue functions:

zero setting

reset

display measuring direction
preset value, offset value
switch between mm, inch, grad
resolution adjustable

storage actual value

reference value acknowledge
other math. functions

I Order

Order-No. Description Piece
76 4011 320 20 IKF 10
76 4011 380 20 IKF 30
76 6643 011 20 PU 11 1Vss

Company:

Contact person:

Address:

Feinmess Suhl GmbH

Rimbachstr. 56 | D-98527 Suhl
Tel.: +49 (0) 3681/381-0
Mail: Fax: +49 (0) 3681/381-105
http://www.feinmess-suhl.de
Date, Signature: E-Mail: info@feinmess-suhl.de






